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Specifications
Current Rating:2.0Amp
Insulation Resistance:1000MQMin.

Dielectric Withstanding Voltage:500VAC
e Contact Resistance:20mQOMax.
o S Operating Temperature:—=40°C to +105°C
ol < Materials
Contact Material:Phosphor Bronze
Insulator Material:
PBT(Not resistant to high temperature),
Nylon(High temperature resistance),
LCP(High temperature resistance),
UL 94v-0
All materials must meet Greenconn
hazardous substances control standards.
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Plastic specifications ’:r Positioning column information ?Ollglrack PGCk'"Q code % %0 3610
1=Singl = A=Box X 10|
D209 g Water code A=No Iocating post 2-white i s e
=Tri P Pin length 3=Yellow C=Tub .00 2.10
3=Tripe row C=Square post . ube 00 54.10
4=Quadruple Plati p See the drawing E=Beige D=Tape&Reel 2 o T
010 '-?I% code Contact Material 34 .00 68.10
- — 35 58.00 70.10
No. of Pins 227 ROV 02=Gold Flash Insulator Material  A/S/K/T=Phosphor Bronze 37000 [ 7210
05=Gold Flash/Tin A=PBT g; ;:-% ;:-g
22=Matte Tin g I;l_ylon(Hangen Free) o 75.00 78.10
= 40 78.00 80.10
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