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i i L ; | Specifications
F i i i /7 i i i Current Rating:1Amp
| | i | | | = Voltage Rating:50V AC/DC
i i I i i i S Insulation Resistance:500MOMin.
A H Dielectric Withstanding Voltage:500VAC
T \\\\ © Contact Resistance:20mQOMax.
' 1o} ~ Operating Temperature:=40°C to +105°C
[ Materials
s // || Contact Material:Brass
- \ \ | Insulator Material: UL 94V—0 PA9T
\ 5.70£0.30 Al materials must meet GREENCONN
[ £0.30 4.30+0.25 hazardous substances control standards.
— ‘ Mating With:
Terminal:GRF148—T1
CAP Housing:GHZ451—HA
D
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Y 08 [15.0010.50
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N NENIEa I 11_[19.50]15.00
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\l |/ \J/ SQ 0.5+0.05 - T 13 122.50/18.00
B || Circuit 1 1504015 -0 Ordering Information
G WZC113-XX XX A 001 D X / X
ME£0.25 Recommended P.C.B Layout T
P.C.B Thickness=1.20mm No. g;jigs per Row Standord Plating C?\grmm Stondard Packing
N (Toleronce=20.05) el L o
01=Tin D=Tape&Reel
02=Gold Flash
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