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Y Specifications
[ R Current Rating:1Amp
i ) Voltage Rating:100V AC/DC
‘i i o g 8 Insulation Resistance:500MOMin.
WA\ ) 0Ol © ’> Dielectric Withstanding Voltage:500VAC
\\ \\ Lo «© Contact Resistance:20mQOMax.
i L Operating Temperature:—40'C to +105°C
," ," Materials
[/ Contact Material:Brass
/ Insulator Material: UL 94V-0 PAIT
+ Al materials must meet CREENCONN
2.80£0.50 hazardous substances control standards.
1 50 Mating With:
2.05 . Terminal:GRF148-T1
Housing:GHZ451—HA
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|-2.40+0.20 070 L. 50 Ps/Rou BT T
M 02 [1.50 | 6.00
L—1.5540.20 Recommended P.C.Board 03| 3.001 7.50
Layout
(Tolerance:+0.05) 04 | 4.50 | 9.00
05 [6.00110.50
. . 06 [ 7.50 |12.00
Ordering Information 07 [9.00 [13.50
08 [10.50]15.00
G WZD120-XX XX A 001 D X J X -
— 09 [12.00116.50
No. of Pins per Row Standard Plating Color Standard Packing 10 113.50[18.00
02~13 22=Matte Tin ;:vaf-fk D=Tape&Reel 11 115.00119.50
i i = Selective Packi
Sg?S‘T\(: Plating ite e(e:c:\Tvuebe acking 12 116.50121.00
02=Cold Flash 15 118.00122.50
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